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ABSTRACT A simple yet effective approach to improve the linearity of the transconductor-capacitor
(Gm−C) filters is proposed without any area or power overhead. Following a generalized nodal analysis, the
transconductors of classical filter topology are rewired such that their input differential voltage lies within
the linear regime. The effectiveness of the proposed method is validated through the design and simulation
of a fifth-order Butterworth low-pass filter (LPF) in a standard 65-nm CMOS process. The proposed filter
implementation occupies 0.0164 mm2 (0.003 mm2/pole) die area and consumes 167-µW for the cut-off
frequency of 1-MHz. Operating at 1-V voltage supply, it shows an in-band total harmonic distortion (THD) of
−49.14 dB for 200-mV peak-to-peak 1MHz differential voltage. An in-band 3rd-order intercept point (IIP3)
of 9.36 dBm is also achieved with an in-band spurious-free-dynamic range (SFDR) greater than 53-dB, all of
which reflect meaningful improvements relative to the classical architecture and despite the modest linearity
performance of the internal Gm stages.

INDEX TERMS Analog filter, butterworth approximation, complementary metal–oxide–semiconductor
(CMOS), continuous-time, Gm−C, linearity, low-pass filter, low-power, operational transconductance ampli-
fier (OTA), and signal flow graph (SFG).

I. INTRODUCTION
Analog filters having a cut-off frequency from a few Hz
to several GHz are one of the basic building blocks found
in video signal processors, biomedical implants, read/write
channels for hard-disk drives, ultra-wideband (UWB) com-
munication transceivers and wireless Bluetooth and Zig-
bee networks [1], [2], [3], [4], [5], [6], [7], [8], [9], [10].
Complementary-metal-oxide-semiconductor (CMOS) is
the major technology to integrate the analog filters
along with the digital sub-modules for such applications
[11], [12], [13], [14]. Power management is inevitably
applied to different blocks of an integrated circuit (IC) for
different purposes, the most important of which is to min-
imize battery size and to maximize the battery lifetime for
mobile applications. In the case of filter design at minimum
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consuming power, stringent frequency response specifica-
tions are primarily required to meet the typical requirements
of upcoming applications, complicating the implementation
procedures in the nano-scale CMOS technologies which rely
on a single supply voltage (VDD) of 1-V or below. Specifi-
cally, nano-scale transistors suffer from linearity issues and
reduced intrinsic gain, and achieving sufficient dynamic
range (DR) and linearity performance is quite challenging
in recent technologies.

Continuous-time (CT) analog filters do not suffer from
the switching noise sources such as clock leakage and clock
feedthrough similar to the case of discrete-time (DT) filters
[15], [16]. No switching power is also wasting by the parasitic
and load capacitors of the former [17]. Among the differ-
ent choices for realizing a high-order CT filter, operational
transconductance amplifier–capacitor (OTA–C or Gm − C)
architecture is well-suited for the low-power and very low-
to high-frequency applications [18], [19], [20], [21]. It is
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comprised of capacitors and transconductors [22], both of
which can be realized efficiently in CMOS technology.Gm−

C integrators are composed of Gm stages in an open-loop
formation, so their frequency response will not be com-
promised by the dominant poles of a frequency compensa-
tion network added for the stability of feedback amplifiers
[23], [24], [25], [26], [27]. The bandwidth of a Gm − C
filter can be tuned much more readily than their inductance-
capacitor (LC) and active resistance-capacitor (RC) counter-
parts [28], [29], for the inductors and resistors cannot be
realized efficiently in CMOS technology (with high quality
factor and/or high accuracy). The bandwidth of the Gm − C
filters is also higher than the active-RC filters [8], which is
at the cost of inferior linearity performance in the absence
of feedback amplifiers [30], [31]. The linearity problem of
the Gm − C filters is aggravating in the recent technolo-
gies, where aggressive scaling of the geometric sizes as well
as the reduction of the voltage supply are accomplished
by sacrificing the most important linearity metrics. Many
techniques have been proposed to improve the linearity of
Gm − C filters, which mostly concentrate on the circuit-
level solutions for enhancing the transconductors’ linearity.
The idea of linearized transconductors with degenerated input
pair and loop control is discussed in [32]. Several solutions
based on transistor in the triode region [33], [34], or floating-
gate [35], body-driven [36] and cross-coupled cells [37] have
been also reported and combined with efficient techniques
such as adaptive biasing [38], [39], [40], [41], [42], primary-
secondary automatic tuning [43], and cancellation of the
nonlinear terms [44], [45]. Most of the above methodologies,
however, establish inevitable trade-offs between the power,
area, noise parameters and the DR. Some solutions not only
add to design complexity, but are found to be incompatible
with the restrictions of nano-scale technologies. In [46], the
linearity of the transconductors is relaxed by alternating the
connections between the internal transconductors. Nonethe-
less, the idea is only applied to a kind of standard biquad
filter. Alternatively, the voltage headroom at the inputs of
the transconductors can be lowered to restrict the operation
of input transistors in the linear region [47]. The voltage
amplitude applied to the filter input should be, however,
reduced accordingly, which eventually leads up to degraded
signal-to-noise ratio (SNR) and DR.

Excellent linearity performance is a prerequisite to filter
out with minimum distortion the out-of-band interferences of
the front-end circuits in wireless transceivers and the similar
applications. For this reason, we introduce in this paper a
systematic design approach for improving the linearity of
the ladder-type Gm − C filters without setting any trade-off
between area, power and DR. The proposed methodology
can be as well adopted for low-voltage filter design. In what
follows, we will review the operating principles of the ladder-
type Gm −C filters in Section II and manipulate the classical
architecture for improving its linearity based on a proposed
technique. In Section III, we find the equivalent single-
ended topology by modifying the signal flow graph (SFG)

FIGURE 1. A single-ended ladder-type LC filter.

of the classical implementation. As a proof of concept, a
commonly-used fifth-order Butterworth LPF is then designed
and the post-layout simulation results are reported in Sec-
tion IV. Some comparisons with the classical architectures
from the prior research are also made in Section IV. In the
end, conclusions are drawn in Section V.

II. POSSIBLE WAYS TO
IMPLEMENTFULLY-DIFFERENTIAL LADDER-TYPE FILTERS
The first step towards successful filter design is to decide
the frequency spectrum specifications, wherein the most
important of which are the minimum stop-band attenua-
tion and the maximum pass-band ripple at the pass-band
and stop-band frequency ranges. Without losing generality,
we choose the Butterworth approximation for the poles con-
stellation of the transfer function in this section, for a supe-
rior linear phase response with a maximally flat band can
be acquired compared to Chebyshev or Elliptic approxima-
tions. High-order Gm − C filters may be realized using the
standard first-order, biquad or multiple-feedback Gm − C
modules in series, or possibly by implementing a ladder-type
inductance–capacitance (LC) topology via capacitors andGm
cells. The ladder-type arrangement is found to be less sus-
ceptible to the components’ variations [48], making the final
configuration less sensitive to the time-constant deviations of
the integrators when the LC topology is realized by capacitors
and OTAs.

The order of the filter is decided subject to the trade-
offs between power, die area, and the specifications of the
frequency response. Let us start from the passive ladder-
type (LC) LPF topology depicted in Fig. 1 (vi and vo are
the input and output voltages, respectively) and limit the
order to 5 wherever required to facilitate the analysis. Despite
these considerations, the conclusions can be generalized to
the type of all-pass (AP), band-pass (BP), high-pass (HP),
and band-stop (BS) ladder-type filters of any order. The
general voltage-gain transfer function of the fifth-order LC
filter shown in Fig. 1 is given below

H (s) =
vo
vi

=
1

b0 + b1s+ b2s2 + b3s3 + b4s4 + b5s5
(1a)

where s is Laplace operator and

b0 = 1 +
RS
RL

(1b)

b1 =
L1 + L2
RL

+ RS (C1 + C2 + C3) (1c)

b2 =
RS
RL

(L1C1 + L2C1 + L2C2) + (L1C2 + L1C3 + L2C3)

(1d)
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TABLE 1. Values of the elements in the fifth-order filters.

TABLE 2. Device dimensions in 65-nm CMOS.

b3 = RS (L1C1C3 + L2C1C3 + L2C2C3) +
L1L2C2

RL
(1e)

b4 =
RS
RL

(L1L2C1C2) + (L1L2C2C3) (1f)

b5 = RSL1L2C1C2C3 (1g)

The normalized coefficients of a fifth-order Butterworth
filter were extracted, just in the case where source internal
resistance, RS , equals the load resistance, RL asC1 = 0.618 F,
L1 = 1.618 H, C2 = 2 F, L2 = 1.618 H, C3 = 0.618 F, and
RS = RL = 1 � (see, Table 2.9 in [49]), for the transfer
function to be shaped by:

H (s) =
0.5

(s+ 1)
(
s2 + 0.618s+ 1

) (
s2 + 1.618s+ 1

) (1h)

A. CLASSICAL IMPLEMENTATION
Fig. 2 depicts the Gm − C implementation of the ladder-
type LPF in Fig. 1 [50]. The grounded load resistor RL and
the floating input resistor RS are made by the Gmnb and the
Gm1a and Gm1b stages, respectively, whereas each floating
inductor is realized by four OTAs and a single capacitor (L1,
e.g., by Gm2a, Gm3a, Gm1c, Gm2b and C2, and L2 by Gm4a,
Gm5a, Gm3b, Gm4b and C4). The size of the normalized C1
to Cn should be scaled down subject to allowable noise level
and die area. A big challenge for integrating the ladder-type
Gm − C filters is to sufficiently lower the transconductance
values, keeping unchanged the C / Gm time constants and
the shape of the frequency spectrum. Careful considerations
are accordingly required to implement a reliable small-size
transconductor [51]. Three transconductors provide the cur-
rent iC1 of C1 as is clear in Fig. 2, establishing the following
relation between iC1 and the nodal voltages according to the
current law:

ic1 = Gm1a (vi− − vi+) + Gm1b (v1− − v1+)

+ Gm1c (v2+ − v2−) (2)

Similarly, the current iCj of Cj (j = 2 to 5 in the case of n =

5) can be formulated as:

ic2 = Gm2a (v1− − v1+) + Gm2b (v3+ − v3−) (3)

ic3 = Gm3a (v2− − v2+) + Gm3b (v4+ − v4−) (4)

ic4 = Gm4a (v3− − v3+) + Gm4b (vo+ − vo−) (5)

ic5 = Gm5a (v4− − v4+) + Gm5b (vo− − vo+) (6)

As deduced from the above expressions, the linearity prob-
lem of the classical filter arises when the transconductors
need to handle a large input amplitude. This corresponds
to a greater vi = vi+− vi− which eventually enlarges all
vj = vj+ − vj− (j = 2 to 5 in case of n = 5) at the
input of the transconductors. Throughout the input range, they
must therefore reflect a very linear behavior for the input
voltage to be converted to an output current with minimum
distortion.

B. PROPOSED IMPLEMENTATION
The linearity of the classical ladder-type filter not only
depends on the voltage swing at the input of the transcon-
ductors, but also the linearity of the transconductors. Several
solutions have been therefore proposed to realize a linear
transconductor as described briefly in Section I. In this Sec-
tion, we shall instead focus on the input voltage swing of the
transconductors and improvise an alternative representation
of a ladder-type Gm − C filter which sets less linearity con-
straints for the intermediate stages. At this purpose, we revisit
and arrange the nodal equations in Section II. A to check
whether it is possible to realize the filter by applying in-phase
signals to the transconductors. With this idea in mind, (3), (4)
and (5) can be rearranged for Gm2a = Gm2b, Gm3a = Gm3b,
and Gm4a = Gm4b as:

ic2 = Gm2a (v1− − v3−) + Gm2b (v3+ − v1+) (7)

ic3 = Gm3a (v2− − v4−) + Gm3b (v4+ − v2+) (8)

ic4 = Gm4a (v3− − vo−) + Gm4b (vo+ − v3+) (9)

Fig. 3 depicts the proposed implementation of an nth-order
LPF after the modifications made in (7) to (9) are applied.
It maintains the total current pumped to C2, C3 and C4,
yielding a transfer function similar to the case of the clas-
sical implementation. For in-band frequencies, however, the
intermediate transconductors now analyze in-phase signals
and can be realized much more simply than the standard con-
figuration. The voltage swing at the input of the intermediate
transconductors, Gmja and Gmjb (j = 2 to 4 in case of n = 5),
is consequently lowered, enhancing the linearity of the filter
without compromising its area or power. Fig. 4 compares the
system-level simulation of the voltage amplitude at the input
of Gm2a, Gm3a, Gm4a and Gm2b, Gm3b, Gm4b, by applying the
values in Table 1 meant for a 1 MHz fifth-order Butterworth
filter design.

The size of the transconductors is set to 32 µA/V, enabling
to scale down the capacitor sizes according to tolerable
noise level in minimum silicon area. Fig. 4(a) compares the
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FIGURE 2. Classical ladder-type Gm − C LPF (fully-differential representation).

FIGURE 3. Proposed ladder-type Gm − C LPF (fully-differential representation).

frequency response of the voltages at the input of the
transconductors of the classical and modified topologies over
the pass-band region. Unlike the classical case where the
signal phases were unconditionally opposite and yield maxi-
mum amplitude, the phase differences are now a function of
frequency. For low-frequency input signals, the nearly zero
phase differences are accompanied by maximum efficiency.
The input signal phases gradually deviate at higher frequen-
cies (still less than 180◦), yielding less linearity improve-
ment as compared with the classical structure. Fig. 4(b)
compares the time responses at the input of the intermediate
transconductors for a signal at the edge of the pass-band.
Still, the systematic simulation results predict that the pro-
posed configuration lead up to superior linearity performance
regardless of the fabrication process, operating region and the
scheme of the transconductors.

From the above results, it can be concluded that max-
imum improvement in terms of linearity is reached when
the voltages applied to the input of the transconductors are
in-phase signals with similar magnitudes. Equivalently, the
efficiency of the proposed technique will diminish in cases
when the transconductors should handle in-phase signals
but with unequal amplitudes or with similar magnitude but
alternative phases, like in certain BP or AP cases. Depending
on the amplitude and the phase of the signal applied to the
transconductances, the proposed fully-differential implemen-
tation has one important drawback over the standard topol-
ogy. Despite the maximum swing, the differential nature of
the signals at the input of the transconductances causes min-
imum susceptibility to the common-mode disturbances such

as power supply ripples. As such, we expect that the higher
linearity comes at the cost of less power supply rejection
(PSR) at different frequencies.

III. PROPOSED FILTER IN SINGLE-ENDED
IMPLEMENTATION
It would be instructive to alternatively derive the single-ended
implementation of the proposed filter based on the SFG of the
classical filter. Fig. 5(a) exhibits the single-ended representa-
tion of the classical topology shown in Fig. 2. The equivalent
SFGgraph of a fifth-order filter is sketched in Fig. 5(b), where
vi and vo are the input and output nodes and the voltage vj
and the current nodes iCj (j = 1 to 5 for n = 5) denote the
voltage and current of the capacitors, respectively. The SFG
is formed by Gm and 1/sC among the different current and
voltage nodes. Let us take Gm2a = Gm2b, Gm3a = Gm3b, and
Gm4a = Gm4b the same as earlier, and divide the forward
and backward ways which contain these weights into parallel
twigs. One of the twigs having half weighting from each set
can be replaced by a corresponding twig from the adjacent
branch such that the overall summations at each intermediate
node is kept intact (see Fig. 5(c)). The weighting of the left
and right branches entering to the node iC2, e.g., are now con-
verted to Gm2b/2 −Gm2a/2 rather than the original Gm2b and
−Gm2a. The implementation of the modified SFG in Fig. 5(c)
is then accomplished by the modified scheme depicted in
Fig. 5(d), which represents the single-ended topology of
the proposed filter in Fig. 3. In addition to the described
advantages for linearity, the intermediate Gm values of the
single-ended configuration are halved as compared to the
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FIGURE 4. Comparison between the classical and proposed cases in
terms of the input voltage applied to the input of the transconductors;
(a) Systematic simulation of the frequency response; (b) Transient
response at the edge of the pass-band.

classical implementation, giving the possibility to imple-
ment these stages with less power and silicon area. What’s
more, the classical single-ended implementation compares
the signals at the input of the transconductances with
ground. Therefore, from the perspective of PSR, it does not
have the previously-described advantage over the proposed
solution.

For both single-ended and fully-differential topologies, the
design procedures of the proposed filter is similar to the
commonly-used design procedures (choosing the filter spec-
ifications, implementing the standard LC ladder, denormaliz-
ing the coefficients similar to Table 1). The transconductors
are, however, rewired in the final stage to reach superior
linearity metrics compared to standard implementation.

IV. SIMULATION RESULTS
A. OTA
Irrespective of the filter implementation, it is possible to
improve the linearity by resorting only to the circuit-level
solutions that enhance the transconductors’ linearity. These
techniques can be used for the proposed filter, especially in
the case of the first and the last OTAs whose input signals
are opposite. In this work, a single-stage Gm stage with a
relatively low DC gain was, however, chosen for the OTAs
to better quantify the capabilities of the proposed solution.

Fig. 6 presents the scheme of the single-stage folded-cascode
amplifier [31] together with the transistor dimensions for
Gm = 32 µA/V in 65-nm CMOS. It is made up ofM1a−M1b
to M5a − M5b biased by the tail transistor M0. The input
pair M1a − M1b transforms the input Vi+ − Vi− into the
differential Io+ − Io−. This arrangement benefits from wider
input common-mode than a telescopic-cascode configuration
at the cost of elevated power consumption. Assuming a linear
I − V characteristic, the output current expressed in terms of
the input voltage is:

Io+ − Io− = Gm (Vi+ − Vi−) (10)

TheGm value can be adjusted over a broad range by the tail
current ISS , while the input pairM1a−M1b may be arbitrarily
biased in the weak, moderate, and strong inversion regions
[52]. The biasing voltages from VB1 to VB4 are established by
the biasing network (not shown here), whereas the common-
mode feedback (CMFB) voltage is generated and applied
to the gates of M5a − M5b (not included for simplicity).
The cascoded devices M3a − M3b and M4a − M4b boost the
gain of the amplifier. Important performance metrics such as
noise, mismatch, and load drive capability were considered
for sizing the core devices according to the gate ratios in
Table 2.
Fig. 7 indicates the OTA frequency response under 1-V

power supply. It achieves 35.4 dB DC gain and 1.4 MHz
unity-gain frequency (UGF) with a phase margin (PM)
greater than 85◦ for a 0.5-pF external load. Fig. 8 depicts the
current-voltage (I-V) characteristic of the OTA subject to a
0.5 VP−P input voltage swing. The input devices are biased
in the strong inversion and ISS is set to 5.4 µA. The input
voltage swing of the transconductors should be limited to
around 500 mV peak-to-peak for maximum non-linearity of
10%.

B. PROPOSED FULLY-DIFFERENTIAL FILTER
The efficiency of the proposed technique is validated through
simulation of the fifth-order fully-differential filter shown
in Fig. 3. Fig. 9 exhibits the layout in 65-nm CMOS pro-
cess, occupying an active area of 164 µm × 100 µm
for the component values and the gate ratios specified in
Table 1 and Table 2. The filter core consumes a nom-
inal power of 167.2 µW under a 1-V voltage supply.
The following results mostly pertain to the post-layout
simulations.

Fig. 10(a) illustrates the frequency spectrum of the fil-
ter and compares it with the LC ladder and the classical
implementations. It exhibits a −3 dB cut-off frequency of
approximately 1 MHz coherent with other implementations.
An in-band 1.2 dB gain ripple was perceived owing to the
finite OTA gains. Fig. 10(b) compares the small-signal step
response of different implementations subject to 80 mV dif-
ferential output step. The simulated similar frequency and
time responses confirm that the proposed implementation is,
indeed, an alternative implementation of the ladder-type LC
filter. Fig. 11 presents the input-output characteristic of the
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FIGURE 5. Using SFG to transform the standard topology to the proposed topology; (a) Classical ladder-type Gm − C LPF (single-ended
representation); (b) SFG diagram of classical filter; (c) Equivalent SFG diagram of the proposed filter; (d) Proposed ladder-type Gm − C
LPF (single-ended).

FIGURE 6. Schematic of the OTA.

proposed topology for different frequencies within the pass-
band (1 Hz and 1 MHz). The transfer curves of the stan-
dard implementation and the LC ladder are also sketched for
comparison. For the low-frequency waveforms with higher
amplitude, the graph of the proposed filter is found to be
closer to the fixed-slope line belonging to the LC ladder.
As described in Section II, this is due to the in-phase signals
appear at the input of the transconductances at lower fre-
quencies. The phase differences smoothly increase at higher
frequencies, reducing the linearity metrics at the edge of the
1 MHz pass-band in line with the qualitative results. As for

FIGURE 7. Frequency and phase responses of the OTA in 65-nm CMOS.

another index of linearity, the output power spectrums of the
classical and proposed designs are plotted in Fig. 12, when
a 1 MHz sinusoidal waveform is applied to the input with
200-mV peak-to-peak amplitude. The third intermodulation
frequency (IM3) is included to measure IIP3. The 9.36 dBm
IIP3 of the proposed arrangement outperforms−14.9 dBm of
the classical filter.

Fig. 13 compares the power spectral density of the clas-
sical and modified topologies for the same 200 mVP−P
input amplitude. THD, SFDR and DR are measured as
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FIGURE 8. I–V characteristic of the OTA simulated in 65-nm CMOS.

FIGURE 9. Core layout of the proposed filter.

FIGURE 10. Comparison between different implementations.
(a) Frequency response; (b) Step response.

−49.14 dB, 53.48 dB and 50.54 dB in Fig. 13(a), respec-
tively, revealing significant improvement over the equivalent
values −25.43 dB, 43.23 dB and 27.54 dB for classical
filter (Fig. 13(b)). Fig. 13(c) compares the THD vs. input
amplitude of both configurations. The THD improvement is
about 23.7 dB at the edge of the pass-band for 200 mVP−P
input amplitude.

FIGURE 11. Comparison between the transfer curves at different
frequencies.

FIGURE 12. Simulation of the power spectrum; (a) Classical design;
(b) Proposed design.

FIGURE 13. Simulation result of the frequency spectrum; (a) Proposed
design; (b) Classical design; (c) THD vs. Input amplitude in both cases.

In return to the improvements of linearity metrics, what
we miss is less immunity to the common-mode disturbances
as evidenced by the post-layout simulations summarized in
Fig. 14(a). The low-frequency PSR of the classical architec-
ture is almost 10-dB better than the proposed implementa-
tion, approaching to closer quantities at higher frequencies
until the two plots overlap each other. The similar PSR
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FIGURE 14. Comparison between the PSR performances. (a) Classical vs.
proposed topology; (b) PSR histogram of the classical topology at 1 MHz;
(c) PSR histogram of the proposed topology at 1 MHz.

FIGURE 15. Monte-Carlo simulation results for (a) Cut-off frequency,
(b) THD, and (c) Power consumption.

performance at the edge of the pass-band was also concluded
by performing 100-times Monte-Carlo simulations on the
layout extracted filter. The PSR histogram of the conventional
topology at 1MHz is depicted in Fig. 14(b), exhibiting amean
value (µ) of −150.28 dB with a standard deviation (σ ) of
4.96 dB. These values are comparable to µ = −149.93 dB
and σ = 5.59 dB of the proposed filter as shown in Fig. 14(c).
Monte-Carlo simulations of the cut-off frequency, THD,

and consuming power are also performed to investigate the
effect of the transistor mismatches on the operation of the pro-
posed filter, and the distributions are summarized in Fig. 15

TABLE 3. Operation over the process corners.

FIGURE 16. Input referred noise of the proposed design.

for 100 iterations. The mean value of the cut-off frequency
is 1.016 MHz with a σ of 45 KHz, yielding a variation
coefficient of σ /µ = 4.42%.

Table 3 reports the variations of these parameters at differ-
ent process corners, where the symbols TT: typical; SS: Slow
nMOS, Slow pMOS; FF: Fast nMOS, Fast pMOS; FS: Fast
nMOS, Slow pMOS; SF: Slow nMOS, Fast pMOS are used
to label different corners. A worst-case THD of −48.29 dB
was measured in the SS corner, which corresponds to the
minimum power consumption of 158 µW.

The figure-of-Merit (FoM)

FoM1=
B×(Bandwidth [MHz])2×Technology Feature[µm]

Power per Pole [mW]
(11)

was used to classify the operation of the new configuration
among the prior art, when taking into account the bandwidth,
power per pole and feature size of the technology [53]. B
is the amplification factor and is equal to 1.5 in case of
amplification, and 1.0 if none. The following FoMs were
additionally defined to include the effect of linearity onFoM1.

FoM2 = FoM1 × SFDR (12)

FoM3 = FoM1 × DR (13)

A summary of the performance metrics of the pro-
posed design is presented in Table 3 and compared with
some publications. The proposed fifth-order filter occupies
0.0164 mm2 (0.003-mm2/pole) active area and consumes
167 µW (0.0334-mW/pole), both of which are among the
minimum cases in the topologies compared. It thus obtained
the highest FoMs when taking into account the bandwidth,
power per pole, feature size of the technology and the metrics
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TABLE 4. Overall performance metrics and comparison.

of linearity. The smallest active area is also attributed to two
factors: 1. A simple architecture was chosen for the OTAs
since the proposed arrangement allows achieving comparable
linearity metrics using a simpler OTA topology; 2. Size of
the integrated capacitors is minimized at the cost of 193 µV
input-referred noise (IRN) in the pass-band, which was still
acceptable for the application of concern in this study. The
IRN vs. frequency is sketched in Fig. 13, indicating that
flicker noise is dominant in the low-frequency range up to
73.8 kHz corner frequency.

V. CONCLUSION
A modified design approach was introduced to improve the
linearity of the intermediate transconductors in ladder-type
Gm − C filters. It resulted in smaller input voltage swing at
the input of the transconductors, which eventually lead up to
superior linearity performance without any compromise on
area and power. The design of a fifth-order Gm − C low-
pass filter was accomplished using the proposed solution.
Post-layout simulation results were carried out in a standard

65-nm CMOS process, demonstrating superior performance
metrics as compared to the previous art. Endorsed by analyt-
ical and simulated results, the proposed technique relies on a
systematic design approach which reconfigures the connec-
tions between the transconductors such that superior linearity
metrics are resulted. It does not depend on the topology of the
OTAs.
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