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iACO = 500 have been performed for a computational time 
tACO = 0.12s per each solution. The color map depicted in Fig 60 
shows the state-action weights matrix Q before learning. Iteration 
after iteration the weight matrix changes its values. The color map in 
Fig 61 shows the same matrix after learning: as it is possible to see, 
all non-rewarding actions values are decreased. 
As previously introduced, all described learning results have been 
obtained using both simulations and the real robot. 
Up to now no sensors have been applied for state transition check. A 
laptop LCD monitor has been used for solution visualization. Never-
theless, a touch sensitive panel is a straightforward upgrade that can 
be used in order to close the loop with the real hardware. Snapshots 
from the real manipulator learning are shown in Fig 62.

Fig 62.  Example of sequence reproduction after learning process has 
been successfully performed. A laptop LCD was adopted to visualize 
the solution.
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In this section, an application to shortest path discrete problem in 
real hardware is presented. Both simulation and experimental results 
show the improvement achieved thanks to the state transition model.
It must be remarked that a considerable improvement was obtained 
in the real application because the number of actions performed by 
the real agent (end-effector manipulator) was heavily reduced. In 
fact, the virtual agent performs a lot of simulated actions based on 
what previously learnt by the real agent.

Moreover it following paragraphs of this chapter, a generalization of 
the Neural Gas Algorithm for sequence learning and reproduction 
will be shown.

Sequences generation

Fig 63. Classic, NGPCA algortim block diagram. The NG block per-
forms center updating for a given training vector, extracted by Training 
Selector (TS), the PCA block executes one step of local principal com-
ponents algorithm and GSo (Graham-Schmidt ortho-normalization) is 
able to normalize eigenvectors.

Fig 64.  Algorithm block diagram for sequence learning with Neural 
Gas with local Principal Component Analysis (NGPCA). The Pattern 
Constructor block (PC) performs control modifying the input pattern 
with the oset Pd. The miniARM block is the serial redundant manipula-
tor (controlled in the operating space).
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One of the possible extensions of this vector reconstruction strategy 
is to introduce the actual state xi and next state xi+1 of the considered 
system as part of the input vector

  
( 48 )   

In this way it is possible to learn not only a static complex law but 
even a particular sequence. 
Under this point of view it is possible to make both short and long 
term prediction and then analyze model prediction with real sen-
sor information for updating the internal model. The so generalized 
model, shown in Fig 64, has been applied to control a custom built 
seven degrees of freedom redundant manipulator (SPARK II web-
site) not only in forward and inverse kinematic problem solving (see 
Hoffmann, 2003) but also in operating space motion planning. 

The introduced Pattern Constructor block (PC) processes inputs for 
the abstract network (NGPCA) in order to determine the constrained 
space for the current iteration, reading the joint variables , and there-
fore leading the system toward the given reference Pd (e.g. solving 
forward kinematics), as in

  
( 49 )   

The miniARM block is the serial manipulator itself and has been 
implemented both in simulation and in real hardware setup. It take 
an input vector reference and give a feedback vector (e.g. it can be 
implemented in the operating space solving the inverse kinematics 
and reading joint angular position) (see [5],[6]).
The same overall model architecture could also be used to deter-
mine an iterative converging recall algorithm, not discussed in this 
chapter, modifying the one described in the previous section, in or-
der to control the system with constrains toward a desired trajectory 
in the free-parameters subspace.

Experimental setup
As in other experiment, the overall control of the robot is made up of 
a high level sequence control in the computer and a low level hard-
ware layer control (custom built) with a 32 bit microcontroller unit. 
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Architecture functional diagram is shown in Fig 65.

Training set
The training set have been acquired from the real robot reading all 
the encoder positions through the direct kinematic of the manipula-
tor. Each data set is made up of N=1000 three-dimensional points 
acquired every 0.08s inside the operating space during a user 
guided real-time trajectory following.

Fig 65.  Functional diagram of the implemented control algorithm.

Fig 66.  Picture of MiniARM fi rst prototype realized in our laboratories.
Experimental setup for square sequence learning in a plane.
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  ( 50 )   

and

Though desired trajectories are planar and repetitive, the acquisition 
method is very noisy and three dimensional by defi nition, as shown 
in Fig 67.
Learning patterns have been built up using two consecutive points 
from acquired data set.

Results
Performance of the algorithm have been tested under different oper-
ating conditions. All presented results have been obtained with the 
experimental setup shown in Fig 66.

Normal operations
As described in the following relationship, the algorithm provide just 
the next point of the sequence in the operating space given the ac-
tual point as part of the reconstructed pattern ẑ∗

  
( 51 )   

where the offset vector p is able to defi ne the constrained subspace 

Fig 67.  Three dimensional plot of an example data set acquired with 
n =1000 (up-left), XY plane plot (up-right), YZ (down-left), XZ (down-
right).
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as in equation ( 52 ) iteration after iteration.

  ( 52 )   

The M, as usual (see previous chapters for details), align free and 
constrained subspaces in separate regions of the whole space.

  

( 53 )   

The joint space trajectories are generated solving iteratively the 
inverse kinematic problem (see Cruse, 1993 and Arena, 2009). 
Robot reproduced trajectories are shown in Fig 68.
Three different trajectories have been reproduced in order to ana-
lyze the generalization capabilities. All these have been generated 
with human-guided points acquisition method.

Numeric robustness
One of the most important features of the algorithm is that both 
learning phase and recall phase have very high numeric robustness. 
As shown in Fig 67, learning data set defi nes a real noisy trajectory. 
Same trajectories have been reproduced adding noise in feedback 
variable  as in equation ( 54 ).

  
( 54 )   

where θ̂ is the measured feedback variable vector while rand ⊆ [0, 1] 
with uniform probability density distribution and e ⊆ [0, 1] is the 
maximum error amplitude.

Fig 68.  Examples of sequences learned with the NGPCA.
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The circle trajectory has been chosen in order to test numeric ro-
bustness of sequence reproduction.

Performance outside learned space
The performance outside the operating space have been tested us-
ing multiple distances from the centre of the trajectory and measur-
ing the number of steps needed to go through the sequence (i.e. the 
Euclidean distance Ei under a chosen threshold Eth = 0.1 cm as in 
inequality ( 55 )). 
Though particular values strongly depend on the shape of the path 

Fig 69. Trajectories reproduced from points far away from the trained-
operating space. DDR=7 on the left and DDR=10 on the right.

Fig 70. Examples of NGPCA sequences reproduction in presence of 
simulated feedback errors: p = 0:05 (5% of random component in ) (on 
the left), p = 0:1 of random component (center) and p = 0:15 (right).
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and on the learning phase, for a given trajectory and a dened train-
ing phase values can be compared through all dierent distances. 
In order to normalized these distances with the eective dimension of 
the path an adimensional Distance over Dimension Ratio (DDR) is 
defi ned as in equation ( 56 ).

  
( 55 )   

  

( 56 )   

where d [m] is the distance from the centre of the trajectory and 
md[m] is the maximum dimension of it. TABLE VII and Fig 71 sum-
marize the algorithm performance: n is the number of steps noise-
less and n10 is the same quantity when an additional 10% of random 
component is added in feedback variable .

TABLE VII Algorithm performance outside the learned space

Fig 71.  Number of steps needed to go into the sequence respect to 
the DDR on the left (dots are real data while line is a logarithmic inter-
polation), same plot with DDR on logarithmic scale (abscissa) on the 
right.
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Reversed operations
As in common RNNs, in the NGPCA the pattern reconstruction is 
possible careless on which part of the pattern is lacking. Therefore it 
is possible to use the same learning not only for one way sequences 
reproduction but also for reversed sequences.

( 57 )   

In the last part of this chaper, the Neural Gas algorithm with local 
Principal Component Analysis implementation has been tested and 
extended for the control of motion sequences for a redundant serial 
manipulator. 
As it is possible to imagine its modifi cation for different robotic struc-

Fig 72.  Example image used for sequence learning (on the left). 
70x70 cells map for Self Organizing Map (SOM) implementation (on 
the right). 

Fig 73.  Sequence reproduced by a learned SOM. Extracted from 
longer sequence: ...F-A-B-C-D-E F-A...
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tures are minor and, in any case,straightforward.
Though the training phase needs a complete training set and a 
computational effort the recalling phase is very fast and possible to 
implement also in a common microcontroller-based platform. The 
one-to-many mappings, the prediction capability and the inputs/out-
puts role independence in the training phase shows the possibility of 
generalization over a wide range of control applications.
Several different implementation with similar structures can be done. 
In Fig 72 and in Fig 73 some results of a SOM-based implementa-
tion herewith used just for performances comparison are depicted.
Nevertheless, within the paradigm of sub-problem hierarchical solv-
ing, all of these can directly be exchanged with those presented 
here.
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Small universities and schools have several problems to cope with 
robot architecture defi nition. 
Principal problems are introduced by limited founds and by the re-
duced hardware development knowledge and possibilities.
The main needs are for sure the short time-to-demonstration for un-
tested algorithm (that needs powerful debug tools); low cost, pro-
gramming simplicity (avoid low-level programming) through different 
operating systems (namely Windows, Linux and eventually MacOS), 
high customizability and opening to 3rd party devices and applica-
tions (indeed this is probably the most important feature because of 
the growing robotic community all over the world). 

Though several existing modular architectures are present on the 

5chapter
a general framework for robot control and system integration:
from structure to complex algorithms
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market, probably because of the the dimension of this small techno-
logical niche none of them is actually universally adopted. 
Moreover, each of them has several features but it lacks of something  
else and none of them can completely replace all the others (Fig 74).

Its most important features are:
- very high computational power (up to 54 Gfl ops)
- high performance-per-watts
- x86 CPU architecture (windows, linux, macos, …)
- GPU parallel computation with CUDATM

- remote control and multi-robot cooperation trough 802.15.4/n 
- iNemoTM and TeseoTM STMicroelectronics technologies
- decentralized low-level control (simple wiring through buses)
- very high hardware modularity 

As it is possible to imagine, because of the nature of this project the 
two most important features can be considered the hardware modu-
larity and the computational capability (indeed, strictly related to hard-
ware modularity because, replicated parallel hardware is faster than 
any of the most powerful supercomputers. Moreover the modularity 
of this solution is crucial to guarantee the interface with multiple and 
fl exible sensor interfaces and actuator systems.
In order to test the goodness of the proposed approach, several struc-

Fig 74.  Commercial solution for actuated modular systems built up as 
network of several modules: sensors, control cores and actuator. Main 
solutions can be split by the overall cost. Low cost solution on the left 
while high cost solution on the right. 
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tures have been realized and tested with simple and complex algo-
rithms.
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Fig 75.  General block diagram for system network control. It could  be 
(and indeed it have been) used for robot control (sensors and servo) 
and for sensor network solution.
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The hierarchical sub-problem approach proposed as biologically driv-
en solution of the motion control problem is mirrored in the presented 
solution: the level of abstraction of the control grows layer by layer. In 
this direction it is possible to modify a complete layer (algorithm, refl ex 
or mechanical layer) without changing the other if the overall interface 
s are kept. In this way the nature of the mechanical structure, as well 
as any other part of the architecture, can be changed with minor ef-
fort.

The analyzed platforms are various and very different. The most used 
platforms were a roving platform a serial manipulator and a legged 
robot (e.g. a humanoid structure). Also a simulator of all of these has 
been developed and interfaced to some part of the hardware.

Rovers
The roving platform used for navigation experiments, is a modifi ed 
version of the dual drive Lynx Motion rover, called Rover I and II. It is a 
classic four wheeled drive rover controlled through a differential drive 
system. The robot dimensions are 35 x 35 cm about. 

Fig 76. Snapshots from a physics simulation based on nVidia PhysX 
and C++ implementation. The Bioloid robot and the miniARM have 
been simulated in order to obtain a realistic interaction simulation (for 
both each-other and environment interaction). 
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It is equipped with an on-board netbook based on Intel Atom 455, two 
sonar range (detection range 3 cm to 3 m), a low level target sen-
sor to detect color spot on the ground, the Eye-RIS v1.3 visual sys-
tem for panosferic application (e.g. insects behaviour experiments), 
a 640x480 webcam and the Eye-RIS v2.1 visual system mounted on 
a pan-tilt module for frontal view purpose (e.g. focused attention and 
feature detection in insects). 
The Eye-RIS systems are bio-inspired vision devices that implement  
retina-like architecture which combines signal acquisition and embed-
ded processing on the same physical structure. The core of the device 
is the Q-Eye chip, an evolution of the previously adopted Analogic 
Cellular Engines (ACE), the family of stand-alone chips developed in 
the last decade and capable of performing analogue and logic opera-
tions on the same architecture. The Q-Eye was devised to overcome 
the main drawbacks of ACE chips, such as lack of robustness and 
large power consumption.
Eye-RIS is a multiprocessor system since it employs two different 
processors: the Anafocus’ Q-Eye Focal Plane Processor and the Al-
tera’s Nios II Digital Soft Core processors. The AnaFocus Q-Eye Fo-
cal Plane Processor (FPP) acts as an Image Coprocessor: it acquires 
and processes images, extracting the relevant information from the 
scene being analyzed, usually with no intervention of the Nios II pro-
cessor. Its basic analog processing operations among pixels are lin-
ear convolutions with programmable masks. Size of the acquired and 
processed image is the Q-CIF (Quarter Common Intermediate For-
mat) standard 176 x 144. Altera NIOS II digital processor is a FPGA-
synthesizable digital microprocessor (32-bit RISC μP at 70 MHz- re-
alized on a FPGA). It controls the execution fl ow and processes the 
information provided by the FPP. 
Generally, this information is not an image, but image features pro-
cessed by Q-Eye. Thus, no image transfer is usually needed in Eye-
RIS, increasing in this way the frequency of operation.

As said before, the robot is equipped with two different versions of 
the Eye-Ris vision system. Practically, the 2.1 version has the same 
capabilities of the 1.3 one reducing the power consumption and the 
dimensions. 
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The robot is also equipped with the STEVAL-MKI062V2 board (from 
STMicroelectronics). It is the second generation of the iNEMO module 
family. As already described, it combines accelerometers, gyroscopes 
and magnetometers with pressure and temperature sensors to pro-
vide 3-axis sensing of linear, angular and magnetic motion, comple-
mented with temperature and barometer/altitude readings. 

In the robot, the inertial sensor board (i.e. the iNEMO) and the ac-
celerometers are used to control low level (e.g. rotation and forward 
motion) movements and the magnetometers for robot orientation. 

Finally the robot is completely autonomous from the power supply. 
One 14:8V, 5Ah Li Poly battery pack is used that guarantee autonomy 
of about 2.5 hours.

The complete control architecture, similar to the one reported in Fig 
75, shows the distributed architecture used to control all the activities 
of the robot. 
As already discussed, all the modules of the robot are independent  
(and interchangeable) and the communication is implemented thanks 
to a Master-Slave protocol on RS485 bus at 1 Mbit. 
The adopted communication protocol allows to exchange informa-
tion among different nodes and supports connections such as TTL, 
RS485, and XBee. 

Thanks to the variety of the sensors mounted and the on board com-
puter, the Rover permits to perform a different types of experiments in 
a wide variety of scenarios (i.e. the Robot is able to perform a different 
type of image processing thanks to the three different types of the im-
age acquisition sensors mounted).

Industrial-like serial manipulator: the miniARM case
Serial manipulators are, nowadays, commonly used in industrial ap-
plications, for example in the automotive market. 
Their manipulation capabilities and kinematic properties are already 
known and well studied in past decades. Nevertheless their use in 
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service robotics is almost completely limited in big static structure with 
high costs and a really closed development and control environment. 
Due to these characteristics they are often not well suited for aca-
demic research purposes. Exceptions are Schunk (PowerCube, used 
for MMC experiment and Light Weight Arm) and DLR modular robots, 
for high-end users, and Lynxmotion Robotic Arms, mostly for low-end 
users and hobbyists. 

Inside the SPARK II project, a standard serial manipulator for research 
activity, called PowerCube, is used to apply the cognitive algorithms 
to different robotic platforms. 
The PowerCube is a commercial platform provided by Schunk. In 
order to decrease a development time, an effi cient small version of 
PowerCube, called MiniARM, has been designed and realized.
Its control has been implemeted as part of the proposed architecture 
and the modularity of the approach has been kept. 
As introduced, for the same reason, its accurate kinematic and dy-
namic model have been developed.  Their extensive use have been 
shown trough the chapters of this work for algorithm implementation 
and debug. 

The MiniARM, shown in Fig 77, is a serial manipulator with rotational 
joints. It is completely custom built and developed in order to analyze 
and compare algorithm performances with low implementation effort: 
the underling idea for the design was the realization of a robust test-
bed for high-level control algorithms. In this way, the most important 
features were the control and simulation simplicity of a such complex
structure.
The chosen actuators for the entire system are the Dynamixel smart 
servos from Robotis and an embedded microcontroller board with an 
AVR32 UC3A 32bit microcontroller architecture, from Atmel, is used to 
control all the servos and retrieve sensory information through a RS-
485 four-wires bus. It must be noticed that each of this smart servo as 
an internal microcontroller to perform a refl exes control very similar 
to the multiple muscles control presented in (Latash, 2008) under the 
Equilibrium Point (EP) hypothesis. 
A custom built sensor unit with a three-axial accelerometer a gyro-
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scope and a digital compass (more deeply discussed in the next 
chapter) is linkable to any of the present servo through the common 
serial bus. 
As in the case of the rover platform, all the high level control algo-
rithms can be developed directly in the PC (Windows, Linux and Ma-
cOS operating systems are supported) using a USB-to-Serial com-
munication and thanks to a Matlab Graphical User Interface and a 
developed interface library. 
An external USB camera directly connected to the PC is supported by 
the GUI to achieve image segmentation and feature detection. 
The compatibility with all the most common simulation tools and con-
trol environments is given by a standard 3D model reconstruction, 
realized in a CAD drawing software (Solid Works) using IGES model 
distributed by Robotis (available on the web), together with a simpli-
fi ed low-count vertex VRML mesh and the control interface library. 

The MiniARM serial kinematic chain is designed to be redundant in 
space, within its dextrous operating space, and the mechanical struc-
ture has been realized for high payload/weight ratios (1 : 2, 1 : 3).

The geometry of the manipulator and the assemble of the entire struc-
ture have been studied through a detailed CAD project,.
The fi nal developed confi guration shows the subsequence of seven 
rotational axis servos. 
Almost all the structure interconnection frames are made with light 

Fig 77.  Smart servo used to implement a bio-inspired torque ramp 
(dynamixel from Robotis)
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commercial aluminium parts. The gripper module is a custom design.
A fully functional fi rst prototype of the overall architecture has been 
realized. The estimated payload is of about 300g when fully stretched. 
A simple pointer as been realized as end-effector for inverse kinemat-
ic problem solving using multiple approaches. 
The overall robot weight has been estimated to be about 0.7 Kg 
(slightly depends on last module) and it is 45 cm long, together with 
the end-effector module. 
Preliminary power supply test shows a maximum power consump-
tion of 3.5 A with full payload. Despite the complexity of the structure 
the wiring is extremely simple thanks to the communication bus pres-
ence. The mechanical structure has been assembled using alumini-
um brackets (2 mm thick) and hexagonal mounting screws (M2 and 
M2.5 and M3).

Multi-limb structures and complex algorithms
Robotic multi-limb structures are widely used in research as test-bed 
for biologically relevant models (Siciliano ed. 2008) (Cruse, 1998). 
The control of these kinds of structures is complex and often implies 
high computational capabilities or preprogrammed motion control. 
On the other hand, the biological paradigm of the Central Pattern 
Generator (CPG) can be considered to impose a certain sequence 
of states on the arms and legs of a robot. In some cases, a redun-
dant confi guration can be used, increasing the complexity needed 
to defi ne a model of the structure and to develop a reliable control 
algorithm. The robustness against singularities, the capability to face 
angular constraints in the joint space or other constraints in the op-
erating workspace (e.g. obstacle avoidance) are important aspects 
that have to be considered (Ahn, 2002) (Shimizu, 2008) (Tondu, 
2006). 
In embedded control platforms, an important performance index that 
can be, therefore, considered is the computational power. In fact, 
it constrains the control frequency and therefore the possibility to 
develop an algorithm on a low MIPS microcontroller unit (mcu) for 
real-time applications. 
The proposed approach is based on the already developed, here-
with presented in the previous chapters, Mean of Multiple Compu-
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tations (MMC) Recurrent Neural Network (RNN) algorithm which 
provides a fast, fl exible and robust to confi guration singularities sub-
optimal solution to the discussed problems (Cruse, 1993) (Arena, 
2009). 
In the following section the MMC, a direct and inverse kinematic 
solver, is used to control the motion of a very complex structure. In 
particular the case of a humanoid robot (i.e. Bioloid from Robotis) 
with 18 Degrees of Freedom has been taken into account.

Limbs model and control strategies
In order to kinematically model both arms and legs of the humanoid, 
different structures have been considered. 
The modelled geometrical structure for each arm (i.e. left and right) 
is a three links serial structure with three Degrees of Freedom (DoF) 
(from θ1 to θ3 for each arm). 
The geometrical structure used for each leg is a four links serial 
structure with fi ve (from θ1 to θ5for each leg) DoF and therefore more 
than one DoF are computed with the same geometrical quantity (e.g. 
two relative joints are associated with the same link).

Fig 78.  Hardware confi guration of the experimental setup: low level 
microcontroller AVR32 board, actuators and sensors bus architecture-
and high level control host computer.
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Control strategies
As presented in the previous chapters and as thought in the pro-
posed architecture, the robot control can be easily and conceptually 
divided into high level (i.e. behaviour) control task, and low level (i.e. 
gait and grasping strategies) control.

1) Robot behavior: The robot overall behavior is controlled through 
simple visual frame-based decision making through direction of 
walking and grasping. The behavior selection loop is shown in Fig 
79. The Segmentation and Feature Extraction block (SFE) process-
es image from on-board camera and it uses distance d for discrimi-
nation.

2) Grasping: as introduced, two different position controlled MMCs 
with three links have been used to control recognized object grasp-

Fig 79.  Simple behaviour selection loop implemented through visual-
processing and robot control. Segmentation and Feature Extraction 
(SFE) block performs image processing algorithm to detect object dis-
tance d. Behaviour evaluation is achieved with a binary threshold dth.

Fig 80.  Control scheme for each arm for a given absolute reference in-
put pattern, Pd. PC is the Pattern Constructor, MMCx, MMCy and MMCz 
are the three-dimensional linear computational networks. NLB is the 
Non-Linear Block and ARM is the manipulator itself (simulator or real 
robot). Pj are the MMC input pattern while Aj are the outputs. θd are the 
desired angular values and  are the read joints values.
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ing. The simplest extension of the two-dimensional positioning of a 
planar redundant serial manipulator (shown in the previous chapter)  
(deeply described in Cruse, 1993 and Cruse, 1998) is the three-
dimensional positioning of the end-effector for the redundant serial 
manipulator in space (i.e. R3). 
As usual, each vector component of the geometrical links is pro-
cessed, iteration after iteration by a different linear MMC network 
and then given as input at the non linear block (NLB), as shown in 
Fig 80.

3) Walking gait: For the described legs control strategy, the walking 
gait is obtained using a state dependent reference (from S1 to S6) for 
each leg and a state transition model with transition conditions (as 
sketched in Fig 81). 
Two position and orientation controlled MMCs have been used for 
convergence toward reference within the state. State dependent 
offset are introduced in θleg1 (off-sagittal plane hip angle) and θleg5 
(off-sagittal plane ankle angle) for balance control. 
As depicted in Fig 81, in the algorithm block diagram, the low level 
control strategy guides the system (i.e. the single leg) towards the 
desired orientation through a relative error feedback. Therefore the 
feedback for the orientation error (eO) is analyzed. 
The distance between two different leg states can be defi ned, in 

Fig 81.  Control scheme for each arm for a given absolute referencein-
put pattern, Pd. PC is the Pattern Constructor, MMCx, MMCy and MMCz 
are the three-dimensional linear computational networks. NLB is the 
Non-Linear Block and miniARM is the manipulator itself (simulator or 
real robot). Pj are the MMC input pattern while Aj are the outputs.θd are 
the desired angular values and  are the read joints values.
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the simplest case, as the Euclidian distance between the two end-
effector points. 

Furthermore, overall distance (and therefore the whole system state) 
can be computed as the mean distance of both legs).

Simulation and experimental results
The considered robot has 18 DoF, through revolute joints: three 
joints for each arm and six joints for each leg. The physical structure 
can be mapped, as requested for the MMC modeling, into the geo-
metric theoretical model links. Due to the chosen real robot architec-
ture, angular limits are not equal for each joint.
As described in the previous section, each presented control strat-
egy has been tested both in simulation and on real robot.
As in the previous case of MMC implementation, the proposed algo-
rithms have been implemented both in the PC and in a custom mcu-
based board. Respectively a Dual Core Intel Centrino 2.2 GHz host 
computer with 2GB of RAM and an UC3A AVR32 mcu with 66MHz 
of maximum clock and only 64KB of RAM were used as comparison 
platforms (Fig 78). 
As sketched in Fig 78, in our fi rst implementation the overall robot 
control can be split in two levels: low level (hardware) control and 
high level control. The low level control is, in all cases, achieved 
thanks to a mcu-based board that is used both to acquire informa-
tion from the distributed sensory system and to control the actuators. 
Moreover a serial bus is used for low level communication purposes. 
The high level control and the data logging are made through a host 
PC connected to the board via serial interface (with a USB-to-serial 
transceiver).
In the second (embedded) version of the control algorithm all the 
MMC-based calculations are directly executed locally in the mcu-
based board while the PC is just used for data logging and for the 
Virtual Reality (VR) simulation environment.

Simulation and Experimental Results
In order to test performance of the designed control structure, trajec-
tories followed in both walking and grasping behaviours have been 
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analyzed. The center point trajectory of the foot-base (i.e. end-effec-
tor of leg serial structure) of one leg during sequence in the walking 
behavior is depicted in Fig 83. The distance from a known object is 
estimated based on simple segmented image feature (e.g. area in 
px2 or maximum edge of minimum rectangle containing the object). 
After the object area (i.e. camera estimated distance under thresh-
old dth) is reached the arms start to converge toward the selected 
centroid, as shown in Fig 82.

Fig 82.  Multiple snapshots of grasping sequence. End of walking (i.e. 
d < dth) and start of grasping (on the left). MMC iterations are execut-
ed in parallel on both arms (center). Grasping sequence ends when 
both arm position errors go below error tolerance (on the right).

Fig 83.  Left leg end-effector position through different states (onthe 
left). Relevant coordinates (robot sagittal plane) have been plotted 
with respect to time. Simple sketch of the geometrical structure in-
which legs are mapped (on the right)
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Although the iteration number needed to reach the desired reference 
strongly depends on the chosen parameters and on the particular 
given reference, in order to estimate the algorithm performance, 
multiple comparisons with common algorithms for kinematic inver-
sion, such as pseudo-inverse Jacobian (J ) and Jacobian transpose 
(Jt), have been considered. It must be taken into account that in the 
J*  the joint limit constraints are introduced in the form of an ad-
ditional task to be completed while in the Jt no joint limitations are 
considered.
Free parameters were chosen to maximize convergence speed 
keeping a non-overshoot condition on end-effector positioning.

A complete hardware and software architecture has been described 
and proposed. Modularity, short time-to-demonstration and hierarchi-
cal decomposition are the most important feature of this solution.

Several robotic structures and a complex algorithmic example have 
been presented. 

The extension of the MMC approach to a multi-limb structure (e.g. 
a humanoid robot) is presented for walking and grasping behavior. 
The problem is addressed not only in presence of angle limits but 
also in a dynamically changing environment even in a mcu-based 
hardware.

Moreover, in the next chapter a fi rst step to the development of an 
embedded solution for distributed sensing suitable for this hw/sw 
architecture will be presented. 
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6chapter

Electronics devices, currently deployed in worldwide market, are 
using an increasing amount of MEMS technology for motion identifi -
cation and reconstruction with multiple sensors. The greater part of 
these sensors is made up of accelerometers, gyroscopes and mag-
netometers (i.e. magnetic fi eld sensors used as compasses) (Ab-
bate, 2009). For instance, in the game industry, accelerometers and 
gyros are used as player user interfaces. In telecommunications, 
especially in smartphones, accelerometers are often used as incli-
nometers and gyros enable an improved gaming experience, and 

advanced motion platform for inertial sensing:
beyond the pure motion control research
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eventually a camera image stabilization (Cardani, 2006). Together 
with GPS and compass they are also investigated for augmented 
reality and Location Based Services (LBS) (Hide, 2005). 
In sports and healthcare systems accelerometers are used for 
pedometer function (Foxlin, 2005). Adding gyros and, eventually, a 
compass allows for true 3-D motion tracking, which can be useful 
for evaluating trajectories and body movement (Roetemberg, 2007) 
(Roetemberg, 2006). 
As it is possible to fi gure out, the computational capabilities of these 
applications are heterogeneous: todays high-end smartphones have 
powerful application processor (up to 1GHz) with Floating Point Unit 
(FPU) while consumer pedometer have a very low amount of com-
putational power.

For what concerns smart system for movement analysis it must be 
noted that the overall complexity of this kind of systems is increasing 
over time. Under this point of view, while commercial platforms for 
reliable orientation estimation currently exist (Roetemberg, 2006), 
they are mostly standalone solutions not suitable for embedded 
system integration.
The possibility to have a small-packaged monolithic device that 
provides, effortless, the overall orientation “on demand”, integrating 

Fig 84.  Inertial Motion Module (IMM) block diagram for host applica-
tion integration: the module microcontroller takes data from the sen-
sors (gyroscope and geomagnetic module), performs the computation 
needed for sensor fusion algorithm and orientation estimation and 
provides multiple communication interfaces to a host microcontroller 
(application level).
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accelerometer, gyroscope and digital compass (i.e. magnetometer) 
measures is still under development. 
In order to investigate this solution, starting from the iNEMOTM evalu-
ation board from STMicroelectronics (for further information see 
iNEMO page on ST website), whose dimensions are 4cm x 4cm, 
a fi rst prototype of a smart Inertial Motion Module (IMM) has been 
realized. 
This module keeps the main functionalities of the iNEMO platform 
but with a very different form factor: 13mm x 13mm (depicted in 

Fig 85.  Block diagram of the sensor fusion algorithm running inside 
on-module processor (STM32) that uses gyroscope and geomagnetic 
module for orientation (i.e. quaternion vector) estimation.

TABLE IX Sensor specifi cation in terms of full-scale range for acceler-
ometer, gyroscope and digital compass (i.e. magnetometer).
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Fig 86). 
From design issues to fi rst results, this chapter introduces this mod-
ule through different sections. In particular fi rst, the hardware and 
conceptual architecture of the module have been addressed togeth-
er with sensors and microcontroller specifi cations. Next, the algo-
rithmic solution together with the fi rmware implementation will be 
analyzed with respect to the state of the art and then, some output 
results of the orientation estimation of the module fi lter are showed.
Finally a couple of straightforward applications of this system are 
described.
Let’s start from the module architecture.

Module architecture
The module takes data from the sensors (gyroscope and geomag-
netic module), performs the computation needed for sensor fusion 
algorithm and orientation estimation and provides multiple commu-
nication interfaces to an host microcontroller (application level) (Fig 
84). 
Furthermore, the IMM design aims to reach the best possible inte-
gration level in user applications: for this reason particularly attention 
was paid to the form factor and to the pin out. The overall system 
can be easily seen as a Surface-Mount Device (SMD) that features 
28 pins in a 169 mm2 PCB. It means that in this, very small size, all 
the components are placed on the top layer and at its edges metal-

Fig 86.  Realized prototype of iNEMO M1. As it is possible to observe 
it is very tiny. Its real dimensions are 13 x 13 x 2 mm3. It embeds an 
accelerometer a gyroscope, a digital compass with a Cortex M3 core 
from STMicroelectronics. A Kalman fi lter internally performs the sen-
sor fusion.
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ized areas realize the module pin out. In this way the module can be 
directly soldered in the user system as a single component. 

As briefl y sketched, the designed architecture is made up of a 32-bit 
microcontroller unit (MCU), a geomagnetic module (3-axis accel-
erometer and a 3-axis magnetometer) and a 3-axis gyroscope (Fig 
85). While the inter-module communication (between local MCU 
and sensors) is managed through the I2C and SPI serial interfaces, 
the communication with the outside world (e.g. between the mod-
ule itself and the host application) can be achieved through several 
interfaces (USART, SPI, I2C, CAN). 
The microcontroller is a STM32F103 from STMicroelectronics and 
it features an ARM Cortex M3 architecture (from STM32 reference 
manual). This MCU has a maximum core frequency of 72 MHz, a 
computational capability of 1.25 DMIPS/MHz, 64 Kbyte of RAM and 
512 Kbyte of fl ash memory. To keep the overall system dimensions 
as small as possible a Wafer-Level Chip Scale Package (WLCSP) 
has been chosen for this component for a volume of 4.5x4.4x0.5 
mm3. The gyroscope is the L3G4200D (also from ST) (information 
available in L3G4200D datasheet), a 16-bit digital sensor with user-
selectable full-scale and bandwidth: the former is between ±250°/s 
and ±2000º/s while the latter is between 100 Hz and 800 Hz. Its 
package form factor is 4x4x1.1 mm3. 
The geomagnetic module is the LSM303DLH (from ST) [9]. It unifi es 
in a single tiny package (3x5x1 mm3) both the accelerometer and 
the magnetometer: the former full-scale, user modifi able, is between 
±2g and ±16g; the latter, also user-selectable, full-scale are between 
±1.3 gauss and ±8.1 gauss. 

Powered by a single supply voltage between 2.16V and 3.6V, pro-
vides orientation data (e.g. rotation matrix, quaternions and/or Euler 
angles) with a maximum update rate of 100 Hz. The fully operating 
power consumption is around 210mW (@3V), nevertheless low pow-
er and stop modes can be forced by the external application proces-
sor through both hardware and software commands.
Let us consider now the adopted software solution.
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Software solution
The idea to combine digital processing and calibrated sensor meas-
urements to provide an absolute orientation data to the host applica-
tion processor is achieved through an Extended Kalman Filter (EKF) 
(Bishop, 2001)), running on the embedded MCU, that manages the 
smart sensor fusion to obtain the benefi t of each sensor in orienta-
tion estimation (Fig 85). Even if the EKF theory is beyond the scope 
of this chapter, it is useful to remark that its discrete time formulation, 
it tries to estimate the state of a generic non-linear system from a 
system model and multiple noisy sensor measurements. Its algorith-
mic procedure iterates through cycles and each of them can be eas-
ily divided in two main parts: prediction phase and correction phase. 

As showed in (Bishop, 2001), after the prediction phase updates 
the state using  he model of the process, the output is corrected 
through the measures and Kalman gain computation. The gyroscope 
measures are used for strap-down integration (Sabatini, 2005) (Sa-
batini, 2006) in the prediction phase while both accelerometer and 
magnetometer measures are used to compensate the angular-rate 
integration drift in the correction phase (Yun 2006). In particular the 
accelerometers provide an attitude reference using gravity accelera-
tion projections while the magnetometers provide a heading refer-
ence using the earth’s magnetic fi eld vector (Yun, 2006).
The implemented fi lter is based on quaternion vector 
�q = [ q0 q1 q2 q3 ] estimation and therefore they are part of state 
vector.
The quaternions formulation ensures, at the same time, the lack 
of representation singularities typical of Roll, Pitch and Yaw (RPY) 
based fi lters and an effi cient mathematical framework (Yun, 2006) 
(Vlasic, 2007). 

Nevertheless both rotation matrices notation and RPY orientation 
representation are internally  computed and available as outputs. It 
must be noticed that, without a fi lter structure and a sensor fusion 
algorithm, considering only separate independent measurements, as 
usually done in current application, the orientation data would eas-
ily be far from the true trajectory due to: noisy integration (typical of 
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gyroscopes), low-pass fi ltering (accelerometer) and magnetic distur-
bances (compasses problems).
Moreover the Kalman fi lter correction step provides an on-the-fl y 
calibration for the gyros by providing corrections to the attitude tra-
jectory and a characterization of the gyro bias state. 
Furthermore, in order to reduce disturbances due to external accel-
erations (i.e. different from gravity) and perturbing magnetic fi elds, 
respective sensor covariance has been considered variable in the 
fi lter (Roetemberg, 2006) (Roetemberg, 2007). 
In this way the individual sensor error is estimated dynamically from 
measures.

Results and future development
As described in the previous sections the IMM provides orientation 
data in the form of quaternions, rotation matrix or RPY. Some exam-
ples of RPY angles estimation obtained in a preliminary motion tests 
are showed in Fig 87. Overall errors of the system have been esti-
mated to be around ±0.5º in Pitch and Roll angles and ±2º in Yaw in 
quasi-static condition while ±1.5º in Pitch and Roll angles and ±4º 
in Yaw in free motion (within sensors operative range) (example in 
Fig. 6). It must be noticed that the adopted microcontroller, as often 
happens in low-cost units, does not have a FPU and therefore all 
the mathematical computations for sensor data fi ltering and fusion 

Fig 87.  Euler angles time series from the proposed Inertial Motion-
Module solution: Roll (red), Pitch (blue) and Yaw (green).
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requires several CPU clock cycles and must be optimized. A prelimi-
nary timing and complexity analysis of the implemented algorithm 
on the considered processing core (STM32) lead to an iteration time 
of 4 x10−3 s (i.e. time needed for a complete prediction-correction 
cycle), for a theoretical maximum fi lter update rate of 250Hz. 

Beyond all the typical applications in which the orientation of the 
single device is the only need (e.g. smartphone, Inertial Naviga-
tion Systems), an increasing interest in Inertial Measurement Units 
(IMUs) is coming from MOtion CAPture (MOCAP) (Vlasic, 2007) 
(Roetemberg, 2007) systems (especially form lowcost ones) from 
entertainment industry (e.g. game and movies), from medical reha-
bilitation studies and from sport performance analysts.

Two similar versions of the module have been realized and addition-
al tests have been performed in order to evaluate the overall robust-

Fig 88. Data from inertial (iNEMO, solid red line) and optical systems 
(BTS, solid blue line) comparison
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ness of the both. 
The fi rst prototype has been thought as a component like System-
on-Board and under this understanding it doesn’t feature an internal 
voltage regulator. 
The second prototype has some minor pinout revision and more im-
portantly it features an internal LDO in order to be powered up to 5V.
Some pictures of thermal analysis of both of them are shown in Fig 
89 and in Fig 90. Additionally some X-Ray analysis has been done 
on a malfunctioning unit.

Motion Capture solution
In order to validate these approaches and to perform a feasibility 
study for module-based realization, a fi rst prototype of a MOCAP so-

Fig 89.  Thermal camera image for the proposed module with environ-
ment temperature around 25°C in fully operative condition. No forced 
convection nor any dissipative substrate have been considered in this 
test.  

Fig 90.  Thermal camera image for alternative version of the proposed 
module. A linear regulator is present in these images 
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lution, based on the iNEMO evaluation board, has been developed.
In particular this system has been realized by daisy-chained module 
network achieved through a serial bus. In order to extend this pro-
totype to a module based implementation the module-bus interface 
needs to be managed, in our analysis by an adapter board whose 
only functions are to match voltages and physical layer bus require-
ments.

Let us consider this scenario as a straightforward application of the 
described Motion Processing Module and a RS485 bus interfaced 
with the USART port of the module (up to 4.5Mbps). Under these 
considerations this interface board has been designed with just two 
4-poles connector, a low drop voltage regulator and a RS485 3.3V 
transceiver. In this way with a total amount of 10 components (in-
cluding passives) in an overall volume of 20x17x5 mm3 this platform 
is able to provide a daisy-chained sensor network suitable for all 
kinds of MOCAP applications. 
Considering a maximum 100 Bytes (largely much more than neces-
sary in typical applications) for sensor node orientation communica-
tion, through a bus protocol, to the master of the network (e.g. host 
computer or an embedded system working as a concentrator) and 
considering a 100 Hz update rate, the throughput on the physical 

Fig 91. X-Ray vision of a bad functioning unit.
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layer of the bus should be able to cope with more than 35 devices.

In this chapter a tiny Surface-Mount Device (SMD) module to pro-
vide both the calibrated sensor measurements and an effortless 
orientation measure of the system to any kind of embedded appli-
cations has been presented. This device integrates accelerometer, 

Fig 92. Motion sequence captured from a little girl learning physical 
interaction between her body and the environment.
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gyroscope and magnetometer measures and is able to combine 
them with digital processing capabilities within an embedded sen-
sor fusion algorithm. Some design considerations and benefi ts with 
respect to the state of the art have been considered together with a 
very brief description and scheme of some possible applications. 
Under this point of view it is important to highlight that, as exempli-
fi ed in MOCAP application description, the possibility to have a mon-
olithic, component-like, device ready to be soldered could simplify a 
lot users application design. 

The developed application is still under development within the 
STMicroelectronics as technological demonstration of the capabili-
ties of inertial sensors.

Moreover as additional investigation a combined approach between 
inertial Motion Capture and Simultaneous Localization And Mapping 
(SLAM) has been performed.
Under this point of view, it must be considered that, at the time of 
writing, SLAM algorithms are almost completely related to robotic 
research labs and so to robotics platform. In most cases this is 

Fig 93. MOCAP interensting points in human body. In its simplest im-
plementation it counts 10 sensors: two per each limb plus two through 
the spine. Additional sensors could be mounted on wrist, ankles and 
head.
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achieved through odometry information from the robotic platform 
(e.g. PIONEER from mobile robots) fused together with scanner 
laser information (examples from SICK, Hokuyo).

It must be noticed that a Microsoft kinect-based SLAM is reliable, low 
cost and quite simple but 
- has some robustness issues;
- does not provide body tracking nor any body related information.
At the same time, the inertial full body tracking provides:
- body tracking;
- rough estimation in relative pose change for camera (or kinect);
- a step into the sensor network concept.

At the same time traditional computer vision approaches to depth 
estimation in image processing have been signifi cantly enhanced. 
The hardware embedded in Microsoft Kinect solution is based on an 
Infrared (IR) projector and a standard CMOS sensor and it is capa-
ble, through the Prime Sense (PS1080) chip, to correctly estimate a 
depth image (640x480@60fps) in indoor environment. The accuracy 

Fig 94.  Snapshot for the realized graphical user interface for inertial 
Body Motion Reconstruction (iBMR) demonstration. 
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of this solution (±3cm in 5m max distance) is certainly lower than the 
laser- ‐based solution (±1mm over 5m of range) and its horizontal 
Field Of View (60°) is also largely narrower (240°). 
Nevertheless having RGB and Depth images (RGB-D), aligned in 
a true 3D coloured perspective, in a simple and low cost solution 
seems attractive.

The possibility to have the whole inertial data and RGB-D images 
available can be used in multiple ways: fi rst of all, an animated virtu-
al avatar of the agent could be integrated in the 3D rendered scene; 
second the MOCAP data could be used as additional information to 
initialize/enhance the standard ICP algorithm (eventually substitut-
ing the RGB image processing step); fi nally the created virtual world 
could serve to enhance inertial data information in terms of position 
estimation (the inertial data truly estimate the orientation and provide 
position trough environment hypothesis).
Dieter Fox et al. (Fox, 2011) at the University of Washington (in Se-
attle WA), in a joint work with Intel Labs proposed a RGB- D Mapping 
technique for dense 3D modelling in indoor environment (reference). 

Their idea, reproduced in the following pages, is to start with a 
standard Iterative Closest Point (ICP), commonly used for SLAM, 
and to enhance it considering additional information obtained from 
aligned depth and colour images provided by the Prime Sense solu-

Fig 95. Experimental setup used for inertial Attitude and Heading 
Reference systems evaluation. In order to evaluate performance 
the system has been compared with an optical tracking system gold 
standard.
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tion. They executed a fi rst level of image processing in order to have 
multiple information on the same feature from the two images and 
two minimize local minima problems in the ICP algorithm. Moreover 
they organize the globally aligned dense 3D cloud in small surfaces, 
called surfels for rendering simplicity and speed. 
Some brief consideration on both inertial Kalman Filter and on ICP 
algorithm are reported below.

Extended Kalman Filter 
The idea behind the sensor fusion is that, using several kinds of sen-
sors, the characteristics of one type of sensor avoid overcoming the 
limitation of other sensors (Bishop 2001)(Sabatini, 2005).
In this way, the Kalman fi lter is useful for combining data from sev-

Fig 96.  (On the left) 3D maps generated by RGB-D Mapping for large 
loops in the Intel. (on the right) Maps (red) overlaid on a 2D laser scan 
map of the Intel Lab. For clarity, most fl oor and ceiling points were 
removed from the 3D maps (extracted from D. Fox work)

Fig 97. Hardware modifi cation for combined SLAM and MOCAP ap-
proach. The iNEMO-based solution for inertial movement reconstruc-
tion has been linked to a Microsoft Kinect-based solution for environ-
ment reconstruction.
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eral different noisy measurements. In fact, gyroscopes measure ori-
entation by integrating angular rates whereas the accelerometer and 
magnetometer provide a noisy and disturbed but drift-free measure-
ment of orientation. The Kalman fi lter weights the three sources of 
information appropriately with knowledge about the signal character-
istics based on their models, to make the best use of all sensor data.

In general, the Extended Kalman Filter algorithm addresses the 
problem of trying to estimate the state of a discrete-time process 
described by the equations below:

  
( 78 )   

where x is the state vector; u is the input vector; Ak, Bk, Hk, are 
respectively state, input, and output matrices; furthermore w, v are 
state and measurement noise. 

Fig 98. RGB-D camera images. The colour information is depicted 
on the left (RGB) while the depth information is on the right (mono-
chrome) (pictures from prime sense website).
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Fig 99. Frame of references from image coordinate system to real 
system coordinates (real world reference) . 
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The state and measurement noise are Gaussian and white noise 
sources with covariance matrix Q and R respectively.
At each time step, the algorithm propagates both the state estima-
tion and the error covariance matrix. The latter provides an indica-
tion of the uncertainty associated with the current state estimation. 
These are evaluated in the prediction equations.
The Kalman Gain is derived from minimizing the a posteriori error 
covariance, and it could be considered as a measurement of the 
level of confi dence to give to the predict state.
If the the problem is an orientation problem, as in the considered 
case, one good choice is to use the unit quaternion-based orienta-
tion representation (‖ q ‖= 1) in order to avoid singularities. 
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Fig 100. Overall structure of mixed inertial-camera environment re-
construction solution based on human movement motion capture sys-
tem together with an RGB-D environment mapping.  

Fig 101.  Major problems in environment mapping and reconstruction 
from multiple snapshot from a RGB-D camera like Microsoft kinect.
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In this case, one good choice (Sabatini, 2005) for the state vector is 
to made it up of orientation and gyroscopes biases.
Considering now the general Extended Kalman Filter equations:

   
( 79 )   

where:

  
and

      
( 80 )   

The measurement vector is y = a where a =
[
ax ay az

]T

In a strap-down inertial navigation system, the rigid body angular 
motion is described by the differential equation: 

  
( 81 )   

where: 

  

( 82 )   

If quasi-static condition, when the acceleration acting on the body is 
far less than the gravity acceleration the following is true:

  

( 83 )   

While the previuos section was dedicated to Extended Kalman filter 
algorithm the next one will be devoted to Iterative Closest Point 
(ICP) algorithm and to possible applications to point clouds.

Iterative Closest Point and its application to mesh alignment
As briefly discussed the first big problem working with multiple point 
clouds is alignment. 
Going more in deep, in our workflow (depicted in Fig 101) the snap-
shots from the RGB-D camera are, sooner or later, converted in a 
cloud of points and considering a, even large, range of speeds for 
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the motion of the human body the 30 frame per seconds of those 
cameras are usually enough to obtain successive overlapped 
frames. 
The result is that usually the points in two clouds (respectively ai and 
bi) are mostly overlapped and then a rotation matrix between them 
can be computed as follows:

  

( 84 )   

where

  
( 85 )   

and 

  ( 86 )   

where

  
( 87 )   

and

Fig 102. A point cloud (blue) and its transformed version (red) after a 
roto-translation matrix have been applied. Iterative Closest Point (ICP) 
algorithm inted to solve the inverse problem: given the two meshes 
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( 88 )   

The implemented ICP algorithm is made up of two major phases: a 
matching step and a transformation step. 
At each step both have to be performed. In the matching step each 
point of cloud B (or A) is assigned to the nearest point in cloud A 
(or B). As in any other matching algorithm, metric could make the 
difference: distance could be computed just as simple point-to-point 
distance or point-to-plane or even more complex non-euclieadian 
distances but this is out of the scope of this work. At this time, let us 
consider the simplest point-to-point distance. 

Though in its naive implementation the complexity of the matching 
step is O(n2) it is quite trivial to move toward a O(n log(n)) implemen-
tation, using much more complex data structure (e.g. kdtree). 

One of the major concerns about the ICP algorithm is that its conver-
gence is often affected by wrong local minima drop. 
For this reason the proposed idea is to use all the information from 
the Inertial Body Motion Recognition  (iBMR with iNEMO) to esti-
mate (even, roughly) the initial position and orientation of the camera 
(e.g. the kinect).
The iBMR is presented as a technology of recording movements of 

Fig 103. Snapshot from the working developed solution based on in-
ertial full body tracking (iBMR) and Microsoft Kinect.
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the human body and translating them to a digital model in  real-time 
mode. Its applications include animation of characters in movies 
and video games; gait analysis (study of human motion) in clinical 
and sports medicine to help identify posture-related or movement-
related problems in people with injuries and help athletes run more 
effi ciently.

As described, each node functions as an Attitude and Heading Ref-
erence System (AHRS) with 9-axis MEMS sensing of linear, angular, 
and magnetic motion. It integrates a 32-bit microcontroller that com-
putes the complex AHRS algorithm, using ST’s proprietary fi ltering 
and predictive software for sensor data fusion. All nodes are sending 

Fig 104.  How to proceed toward a system integration for inertial body 
reconstruction and augmented reality. While, in line of principle, the 
technological needs are full fi lled by ST-Microelectronics and ST-Er-
icsson.

Fig 105.  Major problems in environment mapping and reconstruction 
from multiple snapshot from a RGB-D camera like Microsoft kinect.
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their data to the control unit – a PC – which applies the measure-
ment to a graphical skeleton model and displays body motions in 
real time.

In the current version of the inertial motion capture solution (iBMR), 
there is a iNEMO M1 system in each node: on each arm, forearm, 
thigh, calf, and two nodes on the back; however, the system is 
scalable up to 15 nodes, so additional nodes can, for example, be 
mounted on shoes or on the head. 
The size of the node is 4 x 4 x 10 mm, its weight is 12 g, and it is 
encapsulated in a special housing.
Extensive tests with realistic, complex motions of the human body 
have been carried out, in which this solution showed outstanding 
precision and speed. Deviation in spatial accuracy is below 0.5 cm 
during the movement and negligible in motionless conditions. 
Meanwhile, the system is able to process the acquired data in less 
than 15 ms - the time elapsed from the acquisition of sensor inputs 
up to their applying to the skeleton model in the control unit.

Moreover it is important to highlight that as discussed in block 
diagrams depicted in Fig 104 and in Fig 105 the combined inertial 
motion capture and camera based environment mapping and recon-
struction open multiple scenarios into the augmented reality applica-
tions. 

Consider now just a limb (e.g. an arm) and start to develop its 
kinematic model. Then think a step beyond and link this analysis ap-
proach to a possible synthesis in a robotic perspective.
It must be remarked that this indicates absolute orientation, there-
fore if used in multi-link structure (e.g. human limbs) relative orienta-
tion have to be retrieved if relative rotation have to be performed for 
kinematic motion of the model. 

Kinematic model of the human body 
If we take into consideration that each sensor computes the absolute 
orientation, starting from the Centre of Gravity (CoG) of the body, 
geometrical relationships (Sciavicco ed., 2008) leads to following 
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equations:

pElbow,0 = pShoulder ,0 + RShoulder
0 ⋅ pElbow   ( 89 )  

and to its similars (ankles, wrists, knees, etc.)
In which Plimb 
with limb = {Cord1, Cord2, Hip, Shoulder,Knee,Ankle,Head}
have been derived from a kinematic body skeleton. 
Moreover it must be noticed that quaternion needed to derive rota-
tion matrices (Sciavicco ed., 2008) are computed locally from each 
node (through  Kalman fi lter Bishop, 2001) while matrices are recon-
structed by the host as follows:

�q =
[
q1 q2 q3 q4

]T
  

( 90 )  

Fig 106. Torque ramp characteristic of the dynamixel servo. B and C 
are  no laod zones, useless from a theoretical point of view, useful for 
real life application (and strictly related to E,F value, minimal torque 
value). A and D value determine the slope of the ramp. 

Fig 107. Equilibrium point hypothesis (Latash 2008) in single mus-
cle refl ex and agonist-antagonist couple for joint motion (picture from 
Latash, 2008).
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R = a

⎛
⎝

q21 − q22 − q23 + q24 2(q1q2 + q3q4) 2(q1q3 − q2q4)
2(q1q2 − q3q4) −q21 + q22 − q23 + q24 2(q2q3 + q1q4)
2(q1q3 + q2q4) 2(q2q3 − q1q4) −q21 − q22 + q23 + q24

⎞
⎠

where

a =
1√

q21 + q22 + q23 + q24

and q4 is the scalar part of the quaternion.

Similarly to what happens with threshold position control in agonist-
antagonist muscles couple (Latash, 2008), using these servos it is 
possible to separately control, and just with parameters change,  
both the equilibrium angular position of the joint and its stiffness. The 
resulting dynamical system can be therefore considered globally as-
intotically stable around a phase-state point described by the angle-
torque couple. The effective dynamics of the system from outside 
the equilibrium point toward it depends both on the inner control loop 
and on the environmental condition.

For sake of simplicity the case of a single human upper limb has 
been selected and its movement monitored through two inertial 
platforms (i.e. iNemo boards from STMicroelectronics): one for each 
major kinematic link, the arm and the forearm. 
At each time step the rotations around the articulation of the shoul-
der and of the elbow have been identifi ed. 
Moreover the orientation of each limb is then used to rotate the 
model parts that are kinematically constrained to be linked to each 
other.

�p1,0 = R0
1 · �p1,1

�p2,0 = R0
1R

1
2 · �p2,2 +R0

1 · �p1,1  ( 91 )  

It must be remarked that the rotation matrix obtained for each link is 
absolute, therefore R2

0 is directly computed as follow:

R1
0R2

1 = R2
0

  
( 92 )  

Elementary, single axis, joint rotations have been selected for the 
given kinematic chain of the serial manipulator from the measured 
fi ve DoF.
Under this point of view the rotation matrix can be computed through 
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multiple rotation matrices around rotated cartesian axis: x, y or z.
In particular, the forearm rotations can be described as two rotations 
around elbow articulation in order to be comparable with joint actua-
tion in the robotic structure.

R2
1 = R0

1R2
0
 and R2

1 = RzRy   
( 93 )  

Comparing previous relations it is possible to write:p g p p

r11 r12 r13
r21 r22 r23
r31 r32 r33

⎛

⎝

⎜
⎜
⎜⎜

⎞

⎠

⎟
⎟
⎟⎟
=

cosφcosθ sinφ 0

−sinφcosθ cosφ 0

−sinθ 0 cosθ

⎛

⎝

⎜
⎜
⎜

⎞

⎠

⎟
⎟
⎟

  

( 94 )  

In which, for r22 ≠ 0 and for r33 ≠ 0 , angles φ and θ  can be deter-
mined as follows:

φ = tan−1
r12
r22

 and θ = − tan
−1 r31
r33

This is just to show that using all these relations, the developed  
distributed sensory system and the control hardware architecture it 
is possible to mimic the human body motion in a robotic structure. 
Furthermore it is possible to reproduce recorded movement into a 
topologically (i.e. kinematically) different structure and finally to out-
source the action perception loop...

....but this is another story.
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conclusion

To conclude, wrap-up and propose how to go beyond what it 
has been already done, let me briefl y discuss about this work.
The challenging problem of human machine interaction has 
been addressed from an analysis-to-synthesis perspective in 
the fi eld of motion control. 
The overall problem has been divided into several sub-prob-
lems. 
Major hardware concerns are related to a modular architecture 
able to cope with very different platforms: sensors, actuators, 
power and logic interfaces and mathematical algorithmic cores. 
From a software perspective it is important to distinguish be-
tween low level programming and high level programming. 
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While both need to be developed in such type of solution, the 
former is mainly involved in distributed decentralized control 
(e.g. actuator feedback control under parametric high level 
control), the latter is devoted to complex algorithm implemen-
tation. 
Under these points of view, each of the proposed architectures 
try to effi ciently divide these two aspects: refl exes implementa-
tion and sensor fusion algorithms.
Several algorithms for refl ex-like motor control have been fi rst 
described, then implemented and fi nally tested on real plat-
forms.
A systematic solution to problem of system integration has 
been proposed. In this fi eld a sensor solution and a network 
architecture for embedded sensing has been presented. 
Problems like embedded computing and reduced computa-
tional power on mobile platforms have been considered and 
addressed.
Advances beyond the state of the art are herewith proposed 
for both structures and algorithms.
Wherever it has been possible, multiple real life problems like 
movement disorders or inertial based machine interfaces have 
been considered

As a fi nal remark, the path toward a satisfying solution to the 
problem of motion analysis and synthetic motion generation 
and control in a robotic (and hopefully, everyday life) perspec-
tive, it is still far and hard (very hard). However I think that all 
the presented solutions are in line with the already introduced 
idea that this work should serve just as fi rst gatherer of techno-
logical and mathematical research. 
I also hope that the reader has taken home some food for 
thoughts to further exploit each of these sub-problems from 
both my good solution and from my mistakes. 
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